RING TYPE JOINT

Alba-RIG™ gaskets are commonly used in APl and ASME
Ring Type Joint flanges across the energy sector.

The Alba-RIG™ is available in Octagonal, Oval, RX and BX
cross sections and in a comprehensive list of materials. The
product is rated up to 15K PSI allowing users to individually
leak test any type of RTJ flange assembly.

All products are manufactured to the standards set by the
American Petroleum Institute, and the American Society of
Mechanical Engineers. We use fully traceable materials, from
mill cert to final supply and have in place strict quality
assurance procedures that exceed API 6A PSL 4. Each Ring
Type Jointis low stress stamped for identification and
traceability. Soft iron and low carbon steel rings are
protected with electroplated zinc in accordance with
specifications.

Block 1, Units 9-12, Souterhead Industrial Estate, Altens, Aberdeen,
United Kingdom AB12 3LF

T:01224 249414 E: sales@albagaskets.co.uk

www.albagaskets.com

During production a certified standard RTJ is drilled to a
proprietary configuration optimising metal to metal fusion.
A fully annealed high-quality tube is prepared, and laser
welded to the RTJ. In-process inspection is conducted. The
tube end is prepared, the outer ring and base installed per
the application and a standard tube fitting is installed. The
unit undergoes visual inspection, 100% leak and 10,000
pressure test before being shipped to the client. The unit
undergoes visual inspection, 100% leak and pressure testing
before being shipped to the client

BX cross sections are manufactured with an extra 5mm
height for the test port to clear the flanges. The extra height
has minimal effect on tension, load or stress and can be
calculated by all bolting specialists.
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RING TYPE JOINT

SPECIFICATION

Size range: 2"t0 60"

Materials: Carbon Steel, Soft Iron, 316, 31803, 32750, 625, 825

Pressure ranges: ASME B16.20 to 2500lbs, API6A 2K to 15K

ALBA-RIG™ RTJ HARDNESS TABLE

5
Material Designation | Maximum 6
Hardness
Brinell
Soft Iron D 90 — 7
316 S 135
Stainless
Steel — 8
Inconel 625 | INC 625 180-200
Alloy 825 INC 825 150-160
UNS 31803 | 31803 230
UNS 32750 | 32750 250 9
ALBA-RIG™ - RING TYPE JOINT
1. Anti snag 3D printed protective cap, protecting the fitting
protruding out of the flange
2. Lloyds and DNV Type approved test port
3. Dualferrule industry standards fitting with metal to metal seals
producing no torque from fitting to tubing
4. 3D printed bolt bumpers
5. Test port support shoulders for impact protection avoiding
damage to the test port
6. Robust test port fused with laser welding technology
7. Alignment ring for safe, fast and precise installation, acting as
installation aid
8. RRXand BX versions according to ASME B16.5/API 6A/17D
metallic RTJs available in: Soft Iron, 316, duplex, super duplex, Alloy
825, INC 625
9. 3D printed lift handles for safe and precise installation
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